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DISTRIBUTION STATEMENT A,

Filters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Hermetically Sealed, Styles FS10,
Fsll, Fsl12, FS13 and FS14.

Filters, Radio Frequency/Etectromagnetic Interference
Suppression, Hermetically Sealed, Style F520.

Filters, Radlo Frequency/Electromagnetic Interference
Suppression, Hermetically Sealed, Style FS30.

Filters, Radio Frequency/Electromagnetic Interference
Suppression, Hermetically Sealed, Styie FS540,.

Filters, Radio Fregquency/Electromagnetic Interference
Suppression, Hermetically Sealed, Style FS50.

Filters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Nonhermetically Sealed, Style FS$S60.

Radio Frequency/Electromagnetic

Filters and Capacitors,
Style FS61.

Interference Suppression, Nonhermetically Sealed,

Fitters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Hermetically Sealed, Style F362.

FiTters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Nonhermetically Sealed, Style F563,

Filters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Hermetically Sealed, Style FS64.

Filters and Canacitar

apacitars
Interference SEppres i
Only, Style FS70 and F

, Radio Frequency/Electromagnetic

on, Hermetically Sealed On _One End

s$71. .

Filters and Capacitors, Radio Frequency/Electromagnetic

Interference Suppression, Hermetically Sealed On One End
Only, Style FS72.

Filters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Hermetically Sealed On One End
Onty, Style FS73,

Filters and Capacitors, Radio Frequency/Electromagnetic
Interference Suppression, Hermetically Sealed On One E£nd
Only, Style FS74,
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- Filters, Radio Frequency/Electromagnetic Int
Suppression, Hermetically Sealed, Style FS66

erference

- Filters, Radio Frequency/Eiectromagnetic Interference

Suppression, Hermetically Sealed, Style F567

Part. I1
BROADBAND TYPES

150 v dc, 70 V dc,

1100 ¥ dc, 150 ¥

T T | H T
| Voitage Current | Circuit | Minimum Specification |
| ratings ratings | diagrams | capacitance sheet [
: {volts) {amperes) { : # - {uF) I
| T T : [
I 70 ¥ de .1 to 5.0 | L1, L2, .7, 1.4 MIL-F-28861/4 |
i 100 V de .25 to 5.0 | L1, L2, .45, .90 MIL-F-28861/2 |
| 150 ¥ de¢ .1 to 5.0 | L1, L2, ™ .25, .50 MIL-F-28861/3 |
|200 ¥ dc/125 V ac .25 to 5.0 ; L1, L2, ¢ L5, .30 MIL-F-28861/5 %
| |

[

200 ¥ dc/125 V ac
[400 V dc/230 V ac

I
1300 ¥ dc/125 v ac

!

dc

)

|
I
I
|
. ,
l} L2, € E .15 to 1.2
|
|
I
|

9.5 to 15.0] L1, L2, =, J15, .20
S T A
0.5 to 15.0! Lt, L2, =,

.30, .36
T, C .

MIL-F-28861/1
MIL—F-28861/16{
MIL-F-23861/17]

HIGH -FREQUENCY BOLT TYPES

|

/10

*

I [l |
IThread |Yoltage rating (volts) | Current |Circuit | Minimum | Specification
lseries |- | rating |diagramslcapacitancel sheet {s)
| | | (amperes)| | I
| i i | | |
| | . I | T I
|.112-40 1100 ¥ dc and 200 ¥ dc | | 11000 pF to |
:UNC-2A , | 5 : L2, ¢ :.045 uF : MIL-F-28861/6

. i .

|.164-32 |50 V¥ dc, 100 V dc and | | 11000 pF to | ]
JUNC-2A 1200 ¥ dc . | -10. 1 %, ¢ .05 uF | MIL-F-28861/7 and
I o 4 I | | | /8%
| | | } | }
|.216-32 150 ¥ dc, 100 V dc and | | 11000 pF to |
{UNEF-ZA =200 ¥ de/115 ¥ ac { 10 E T, € i.ZU uF E MIL-F-28861/9 and
I [ | i | |

*Hermietically sealed.
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MIL-F-28861
SUPPLEMENT 1B

HIGH FREQUENCY SOLDER-IN TYPES

| | T | I |
| Voitage rating | Current | Circuft | Minimum | Specification |
| (volts) | rating- | diagrams | capacftance | sheet i
i | (amperes) | | | i
I i | | | |
I | | | | [
I 50 ¥ dc, 100 V dec | l | 10 pF to | i
} and 200 ¥ de E 5 f L, i 15,000 pF E MIL-F-28861/12 |
|

| | I ] T I
| 50 v de¢, 70 ¥ dc, i 15 | L, } 0.05 uF to | MIL-F-28861/13 |
| 100 ¥ dc, 300 Y dc/ i I | 1.2 uF | |
| 115 ¥ ac ] I | | |
| i i i [ |
i | i T I |
| 100 V dc, 200 V dc, | 10 | L, | 10,000 pF tol MIL-F-28861/14 |
| 300 ¥ dc | | } 100,000 pF | |
| | ] I ] |
T — T | r ]
i 100 ¥ dec, 200 V dc i 5 | L, 1 5,000 pF, | MIL-F-28861/15 |
| | | | 27,000 pf i |
| j I i [ |

Preparing activity:

Navy - EC
Agent:
DLA - ES
(Project 59GP-0051-99)
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